
COMMERCIAL EDUCATION HOTEL & LEISUREAPPROVED

MEDICLINICS MACHFLOW HAND DRYER

PRODUCT INFORMATION
M094 Machflow sensor operated hand dryer white finish
M09AB Machflow sensor operated hand dryer black finish
M09AC Machflow sensor operated hand dryer bright finish
M09ACS Machflow sensor operated hand dryer satin finish

SPECIFICATIONS
Voltage 220- 240 V
Frequency 50/60 Hz
Electrical Isolation Class I
Total power 420 – 1,500 W
Consumption 3.2 –6.4 A
Standby consumption 0.3 W
Motor power 420 – 1,100 W
Rpm 19,000 – 30,000
Heating element power 0 or 400 W (ON/OFF switch)
Dimensions 330x213x170 mm
Weight 5.1 Kg
Cover thickness 1.5 mm
Drying time 10-15 sec
Effective airflow 115-180 m3/h –1,917-3,000 L/min
Air velocity 191 – 325 Km/h
Air temperature (10 cm distance/21ºC) 45 ºC
Sound pressure (*) (at 2m) 67-74 dBA
Protection rating IP23

(*) According to UNE EN ISO 11201:2010 V2
standard

MATERIAL Stainless steel 
COLOUR/FINISH Epoxy painted white or black finish

Stainless Steel AISI 304 bright or satin finish
MANUFACTURER MEDICLINICS
FIXING Screw to wall
APPROVALS CE Approved, RoHS Compliant
PRODUCT DIMENSIONS See technical line drawing
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All measurements shown are in millimetres. 
Drawing sizes are not to scale. Measurement accuracy ± 5mm
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