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SCHELL INFRARED URINAL CONTROL - EDITION E

PRODUCT INFORMATION
03 075 00 99 Urinal mounting frame with flush valve
03 071 00 99 Bracket (order separately)
03 105 00 99 Urinal inlet connection 1/2” 70mm 
02 806 06 99 Edition E - INFRARED automatic urinal flush valve

control, battery operated 9V
02 808 06 99 Edition E - INFRARED automatic urinal flush valve

control, mains operated 230V
02 807 28 99 Edition E - Anti Vandal INFRARED automatic urinal

flush valve control, battery operated 9V
02 809 28 99 Edition E - Anti Vandal INFRARED automatic urinal

flush valve control, mains operated 230V

SPECIFICATIONS
Operating voltage: 230v / 50Hz
9v battery
Solenoid valve: 6v
Max pressure: 0.8 - 5 bar 
Flush rate: max. 0.3 L/S
Factory setting: Flush time: 2-15s adjustable
Range: Adjustable

SPECIFICATIONS
Mounting frame with electronic module
Front panel with sensor window
Battery compartment in mounting frame
Cartridge solenoid valve with pre filter
Diagnostic lamps
Diode for battery level, adjustment range
Flushing time: 2-15 seconds, adjustable
Stagnation flush every 24 hours after last flush
Stadium program

MATERIAL Front cover ABS plastic / stainless steel
COLOUR/FINISH Chrome
MANUFACTURER SCHELL
PRODUCT DIMENSIONS See technical drawing
ADDITIONAL INFORMATION Both components are used as a set.

Suitable for Taurus urinal on page 166.
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